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Bollard item: BS4000

Lost casing

Led cap (options)

Stainless steel casing

Steel plate

UNLESS OTHERWISE SPECIFIED:

FINISH:

DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:

TOLERANCES:
LINEAR:
ANGULAR:

DRAWN
CHK'D
APPV'D
MFG
QA

+0.1 mm.
+0.5 mm.
+0.5°

NAME

SIGNATURE

DATE

MATERIAL:

WEIGHT:

600

Quant.

250

_ 350_
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Bollard item:
Bollard type:
Bollard stroke:
Diameter:
Power supply:
Maintenance:

4
BS4000
Semi-automatic
600 mm.

220 mm.

Manually assisted
Service once every 3 years

Lost casing

DIMENSIONS ARE IN MILLIMETERS

SURFACE FINISH:

TOLERANCES: +0.1 mm.
LNEAR:  +0.5 mm.
ANGULAR: +0.5°

NAME SIGNATURE
DRAWN
CHK'D
APPV'D
MFG
QA

DATE

MATERIAL:

WEIGHT:

5 6 7 8
A
B
C
D
Concrete
Drain
UNLESS OTHERWISE SPECIFIED: FINISH: Quant.
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